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Development of RDE/ISC test methodology in light of Euro 6d/VI emissions limits 
  

This paper discusses the fact that vehicle and powertrain test methods have long been guided by type approval requirements – with  
a focus ot the recent/current example of real driving emissions (RDE) and in-service conformity (ISC) test requirements. The implcations 
– current and future – of these testing requirement, which force the use of portable emissions measurement system (PEMS) are 
discussed. In this context, BOSMAL Automotive Research and Development Institute’s PEMS systems are presented, and the systems’ 
attributes and versatility are explored. Considerations for testing a very wide range of vehicle, engine and fuel types are mentioned. 
Non-legislative applications of PEMS systems are briefly explored; finally, it is shown that the emissions laboratory and its chassis dyno 
remain indispensable when conducting work on light duty exhaust emissions, even in the era of RDE. 
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1. EU real driving emissions (RDE) philosophy  

and introduction 
Legal requirements for the measurement and limitation 

of exhaust emissions have a long history in the EU, as well 
as in other markets, most notably the USA. Since the year 
1990s, maximum permissible exhaust emissions of regulat-
ed pollutants in the EU have been updated several times 
(via the implementation of successive Euro standards), and 
the test procedure (laboratory test cycle) modified some-
what, but the fundamental means by which vehicles were 
tested remained unchanged, namely: laboratory tests per-
formed under controlled conditions with the vehicle run-
ning on a chassis dyno. During this test, a well-defined and 
universally-known speed trace was followed by the vehicle 
and diluted exhaust emissions were measured, with a rela-
tively simple calculation process determining the final 
results in terms of mass-per-distance (and particles-per-
distance for particle number – PN). This approach guided 
the vast majority of research conducted on light duty vehi-
cles destined for EU markets, as well R&D carried out on 
their components, engine calibrations, aftertreatment sys-
tems, fuel, lubricants, etc. Over the last few years, a new 
chassis dyno driving cycle and slightly altered test proce-
dure was introduced (the WLTP), but the fundamental 
approach did not change, as the driving cycle was well-
defined and the vehicle was tested on a chassis dyno with-
out the simulation of sloping terrain, variable traffic and 
weather conditions, etc. While the speed trace of the WLTP 
attempted to capture the complexity and variability of real-
world driving, the speed trace for a given vehicle was the 
same for every test and defined in advance. 

The use of such test procedures created strong pressure 
for manufacturers to produce vehicles, engines and engine 
calibrations which performed well under test conditions – 
that is to say, the laboratory conditions (including the speed 
trace) known to be the official procedure at the time could 
be targeted in terms of optimization of exhaust emissions 
and limiting fuel consumption (which is strongly propor-
tional to CO2 emissions). Such benefits were not always 
evident under driving conditions which differed from those 
occurring during official test procedures. Following a series 

of widely-reported and discussed concerns that real-world 
emissions (and fuel consumption) were much higher than 
during laboratory tests and that laboratory procedures rep-
resented something close to a best-case scenario, steps were 
taken to introduce a test procedure for measuring emissions 
(but not specifically fuel consumption) from light duty 
vehicles under normal conditions of use, i.e. when running 
on public roads. Such testing is possible thanks to PEMS 
(portable emissions measurement system), a measurement 
system which can be mounted on/in a vehicle and can travel 
around with it, measuring exhaust emissions and certain 
other parameters. The idea of PEMS testing and PEMS 
hardware itself is not new; it has a long history and was 
used on a smaller scale for many years by various parties in 
various contexts [1, 2]. PEMS testing has been – and con-
tinues to be – carried out in multiple contexts, ranging from 
legally mandated official tests to R&D and fundamental 
emissions research (see, for example [2–6]). 

In terms of the implementation of PEMS test as a legal 
test requirement for light duty vehicles, the situation 
changed dramatically real driving emissions (RDE) legisla-
tion was introduced in the EU [1, 2], as part of updates to 
the Euro 6 regulation, in four packages: 
– The first RDE package was adopted in May 2015 and 

defines the RDE test procedure, including the measure-
ment of undiluted exhaust gas using PEMS apparatus 
and the calculation of emissions results. 

– The second RDE package was adopted in October 2015 
and defines the NOx Conformity Factors and their dates 
of entry into force. 

– The third package was adopted in December 2016 and 
adds a Particle Number (PN) Conformity Factor (see 
Table 1) and inclusion of RDE cold-start emissions 
(which had previously been measured, but later exclud-
ed from the final results) 

– The fourth package was adopted in May 2018 and in-
troduces In-Service Conformity RDE testing and market 
surveillance and lowers the error margin of the 2020 
NOx Conformity Factor from 0.5 to 0.43 (see Table 1). 
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Table 1. Evolution of light-duty exhaust emissions limits in the EU 

 SI – NOx 
[mg/km] 

CI – NOx 
[mg/km] 

All engines 
with direct 
injection – 
PN [#/km] 

Euro 6 chassis dyno type-
approval limits 
(NEDC/WLTP) 

60 80 6.0×1011 

Euro 6 (2015) real-world 
limits 

126 168 - 

Euro 6 (2016) real-world 
limits 126 168 9.0×1011 

Euro 6 (2018) real-world 
limits 

90 120 9.0×1011 

Euro 6 (2020) real-world 
limits 85.8 114.4 9.0×1011 

 
The differences in the ‘chassis dyno’ and ‘real-word’ 

limits in table 1 result from the use of conformity factors [1, 
2]. Throughout the normal life of a vehicle, its emissions 
determined in accordance with the RDE requirements and 
emitted during any possible RDE test shall not be higher 
than the following not-to-exceed (NTE) values:  

NTE pollutant = CFpollutant × TF(p 1,…, pn ) × Euro-6. 

As the transfer function (TF) is currently defined as tak-
ing a value of 1.0 and as the CF values defined in RDE legis-
lation are all > 1, this means that maximum permisaable 
emisions of certain compounds measured during an RDE test 
are be higher than emissions measured under laboraotry 
conditions on a chassis dyno. Self-evidently, the values of the 
legal CF factors – and any downwards revisions to those 
values – are of great concern to vehicle manufaturers and 
suppliers of components and systems related to emissions 
control, such as aftertreatment systems [1]. Even components 
and systems traditionally understood to have little in com-
mon with emissions and emissions control can have a part to 
play in meeting demanding NTE limits: for example, efforts 
to reduce vehicle mass (lightweighting) and improvements to 
aerodynamics (streamlining) can aid efforts to reduce regu-
lated exhaust emissions under certain driving conditions. In 
the current climate of highly demanding exhaust emissions 
requirements (e.g. Euro 6d) and simultaneous demands to 
reduce fuel consumption and CO2 emissions [1, 2], even 
marginal benefits can add up to significant advantages in 
meeting goals and ensuring vehicles’ legislative compliance 
in terms of exhaust emissions.  

2. EU real driving emissions (RDE) requirements 
in detail 
As mentioned previously, the core idea of PEMS testing 

is to drive a vehicle in a normal manner on public roads and 
measure the resulting emissions [1–11]. RDE testing is 
simply an extension of this idea, which criteria to determine 
whether the route and its sub-routes were normal and the 
maximum allowable emissions levels of certain regulated 
pollutants. The various pieces of RDE legislation (‘RDE 
packages’) mentioned in the previous section introduced 
and refined trip normality criteria, with the aim of ensuring 
that all RDE tests represented fair and reasonable use of  
a vehicle, based on time, distance, topography (altitude, 

gradient), speed, acceleration and measured CO2 emissions. 
These validity criteria were much debated and have been 
developed gradually, with the aim of facilitation quantita-
tive determination of that tests conducted in an unrealistic 
manner. When identified as such, all the results from a non-
normal test are legally deemed non-valid, regardless of the 
magnitude of the emissions results. Some other, more gen-
eral and more easily-met requirements apply: RDE trips 
have to last between 90 and 120 minutes; they have to in-
clude specified shares of urban, rural, and motorway driv-
ing, which must be conducted in precisely that order. 

NTE emissions (resulting from the defined Conformity 
Factors) then apply to a range of ambient and driving con-
ditions. For example, moderate ambient conditions are 
temperatures between 0 and 30°C and altitudes up to 700 
m; extended ambient conditions are temperatures between  
|–7 and 0°C and between 30 and 35°C, and altitudes be-
tween 700 and 1300 m. Regulated emissions emitted under 
the extended conditions mentioned above (whether altitude, 
temperature or both simultaneously) are divided by a fixed 
value of 1.6 to moderate the emissions results occurring 
under such conditions. When all calculation steps and cor-
rections have been carried out, the final output emission 
value has to be below the NTE limit. 

A Moving Average Window (MAW)-based methodolo-
gy (EMROAD, originally developed by the Joint Research 
Centre – JRC – of the European Commission) is one of the 
main tools used to check the trip validity. In addition, for a 
PEMS trip to be valid, the driving cannot be either too 
aggressive nor too soft; this is checked via the calculation 
of the 95th percentile of the vehicle speed-positive accel-
eration product and via the relative positive acceleration 
value, both assesses for the urban, rural, and motorway 
phases individually. Another assessment criterion is the 
positive altitude gain during the PEMS trip, which is lim-
ited to 1200 m/100 km, mathematically equivalent to  
a constant slope of 0.012 radians. 

Once the trip validity has been confirmed, PEMS data 
are post-processed, with a series of correction factors ap-
plied to normalize the results. The most important normali-
zation step balances the raw regulated emissions against 
CO2 (compared to emissions of CO2 from the same vehicle 
undergoing a WLTP test); this way, demanding trips which 
caused higher emissions (regulated and CO2) can be con-
sidered valid, with the results reduced somewhat by the 
aforementioned correction. As CO2 is strongly proportional 
to the energy supplied by the combustion engine over  
a given driving cycle, a specific evaluation factor is used in 
the case of plug-in hybrid vehicles, which compares CO2 
emissions during the RDE test and CO2 emitted over the 
WLTP test in Charge Sustaining mode. Ongoing powertrain 
electrification (hybridization) in the automotive industry 
will continue to evolve and may create further challenges 
for RDE legislation to adapt to. Apart from hybridization, 
the use of alternative engine concepts and even exotic solu-
tions such as the use of dual fuel systems may become more 
widespread in the future. Thus, despite already having been 
updated many times, the RDE data evaluation methodology 
will continue to be reviewed against technological progress 
and will almost certainly be subject to future updates [1, 2]. 
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3. Other types of legislative testing using PEMS 
equipment 
While it is not the main focus of this paper, legislation 

on emissions from heavy duty engine engines in fact has  
a longer history than RDE testing for light duty vehicles. 
Following similar trends in the USA [1], since 2011 the EU 
has required in-service conformity (ISC) testing of various 
types of heavy duty engines. Such testing is carried out by 
testing a heavy duty vehicle equipped with the concerned 
engine – for example, a truck or bus. Non-road mobile 
machinery (NRMM) is now also subject to similar require-
ments. NRMM is a broad category, containing machinery 
with very different characteristics, equipped with combus-
tion engines of varying size. In the case of NRMM, there 
are considerable differences from road vehicles, due to the 
fact that such machines’ primary function is to carry out 
work (such as excavation or lifting), instead of covering 
distances of up to several hundred km during a single peri-
od of engine operation. Differences in testing details and 
practicalities are significant, yet nevertheless, the physical 
basis of ISC testing for heavy duty and NRMM applications 
has many similarities with RDE testing in terms of its usage 
of PEMS to sample exhaust gas and limits set by means of 
the CF mechanism. As will be shown later in this paper, the 
emissions measurements and result calculation processes 
are sufficiently similar that in many cases a single PEMS 
system can be used on a range of vehicles, to perform either 
RDE or ISC (HD/NRMM) testing. 

4. BOSMAL’s PEMS hardware and computer 
software for RDE/ISC testing 
Various manufacturers have produced emissions testing 

equipment and computer software capable of conducted 
PEMS testing in full accordance with EU RDE and ISC 
requirements, and often also following US specifications 
for HDUIT equipment. BOSMAL Automotive Research 
and Development Institute Ltd possesses two systems 
which fully meet all RDE/ISC requirements, making them 
suitable for testing light and heavy duty vehicles, as well as 
NRMM, in line with all applicable EU legislation. The first 
system, by AVL was manufactured and commissioned in 
2016 (Fig. 1 and Fig. 2). A system from Horiba was manu-
factured and commissioned in 2018 (Fig. 3 and Fig. 4).  

 

 
Fig. 1. AVL PEMS system installed on a passenger car. The gas PEMS 
unit is not visible as it is located inside the vehicle cabin. The PN PEMS, 
the exhaust flow meter, the sampling line and tubing for re-routing the  
 exhaust are all visible at the rear 

 
Fig. 2. AVL PEMS system installed on the load carrying area of a heavy  
 duty vehicle 

 

 
Fig. 3. Horiba PEMS system installed in a passenger car 

 

 
Fig. 4. Horiba PEMS system installed in the passenger seating area of an 
urban bus. (Note the presence of sandbags serving as ballast surrounding  
 the equipment) 

 
Both systems are equipped with high capacity batteries 

suitable for powering the equipment, including laptop com-
puter. The capacity of the two systems’ batteries is such 
that an RDE test can easily be performed on battery power. 
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For HD/NRMM ISC testing, which is longer in duration, 
both systems can be powered by a portable generator (visi-
ble on the right side of Fig. 2).  

Both the aforementioned PEMS systems’ hardware and 
software is specifically designed to quantify emissions of 
regulated gaseous and solid pollutants from vehicles po-
wered by internal combustion engines in full accordance 
with all relevant requirements formalized in Commission 
Regulation (EU) No. 2017/1151 with all relevant amend-
ments, as well as applicable legislation for in-service con-
formity (ISC) testing of heavy duty vehicles (Commission 
Regulation (EU) No. 2009/595, with multiple updates) and 
NRMM.  

As required by the aforementioned legislation, both sys-
tems measure concentrations of CO, NO, NO2 (or NOx) and 
CO2. While there are some small differences in the two 
systems’ analyzers, in both cases measurement of the 
aforementioned gaseous species is in full accordance with 
all applicable legislation. Both systems are also capable of 
measuring THC – measurement of this compound is not 
required for RDE testing, but is required for heavy duty ISC 
testing. In both systems, the measured concentrations are 
converted into mass emissions vectors using the infor-
mation from the measured exhaust flow. Both concentration 
and mass-based results are available following export of the 
test results, at 1 or 10 Hz. 

Following the introduction of PN measurement re-
quirements for both RDE and ISC testing (and upcoming 
requirements for NRMM), both systems feature their own 
PN counting module. These two PN modules have different 
particulate quantification methods (diffusion charger in the 
case of the AVL system versus condensation particle coun-
ter in the Horiba system), but are both in full accordance 
with all applicable RDE and ISC requirements. PN is 
counted with a nominal lower cut-off point of 23 nm (the 
same as for laboratory chassis dyno measurements), with 
the sample pre-treatment system ensuring that only solid 
(and not volatile) particles are counted. Both PN modules 
function as an integrated component of their respective 
parent systems, but can also be deactivated and even physi-
cally removed from the system when not required – thereby 
reducing system volume, weight and power consumption. 

In addition to the aforementioned emissions measure-
ment hardware, each system also features a controlling 
computer for control of the system and archiving of results 
during testing. Additionally, both systems are equipped 
with software for pre- and post-processing of results, data 
export, as well as various means of data visualization (in-
cluding map-based presentation of results) and preparation 
of reports in the rigid format required for submission to 
type approval authorities (e.g. EMROAD). 

Depending on the precise configuration, the weight of 
each system and all its accessories, batteries, etc. is analo-
gous to the weight of 1–2 adult humans – i.e. a very normal 
load for even a small passenger car, or negligible load for a 
heavy duty vehicle. (In the case of NRMM not designed to 
carry load on the chassis, the weight of the PEMS is nor-
mally rather insignificant compared to the weight of the 
machinery itself.) 

As required by all PEMS-based legislation, exhaust gas 
is sampled raw from a sampling probe connected to the 
tailpipe of the vehicle or piece of machinery. A heated 
sampling line is used to transfer the exhaust gas to the 
PEMS itself. Both BOSMAL’s systems can use one of two 
sampling lines according to the characteristics of the vehi-
cle under test. Where possible, the shorter line is used, for 
both systems. All sampling lines feature heating circuits 
with temperature regulation. For legislative testing, the 
temperature of the sampling line is set to 191°C. The heated 
line minimizes condensation and related sample loss and 
the sample line leading to the gas analyzers includes a dis-
posable filter to prevent fouling of the analyzers with par-
ticulate. 

In addition to high-quality chemical analyzers, a key re-
quirement of all PEMS-based legislation is accurate deter-
mination of the exhaust mass flow rate. In line with the 
legislation, this can be achieved in several ways, but the 
preferred method is direct measurement via a flowmeter 
through which the entire exhaust gas flow passes. This 
direct measurement does not depend on data obtain from 
the engine’s ECU via the OBD port (though it can be cross-
correlated with such data) and provides a truly independent 
measurement. Depending on the vehicle or piece of ma-
chinery under test and the type and size of the engine used 
to power it, the magnitude of this mass flow can vary great-
ly. In light of this, both BOSMAL’s systems feature a range 
of exhaust flow meters with tubing of different diameters, 
meeting all the applicable demands of applicable legisla-
tion, all of which measure the exhaust flow via the Pitot 
method. The measurement range depends on the tube con-
nected to the flow meter, with both systems possessing 
sufficient flow meters and tubes to cover all passenger cars, 
as well as vans, HD vehicles (including large buses and 
coaches) and many types of NRMM. Testing of more exot-
ic vehicles and machines, including military vehicles, ships, 
trains, generators and even aircraft is also possible, as long 
as physical restrictions regarding the use of the exhaust gas 
mass flow meter can be overcome. (For certain types of 
machinery and non-road vehicles, use of the exhaust gas 
mass flow meter may be impractical or unsafe – in such 
cases, the flow of exhaust gas reported by the ECU can be 
used.) 

All PEMS systems must feature a weather station mea-
suring ambient temperature and humidity and a GPS re-
ceiver – in the case of BOSMAL’s systems, all sensors and 
the GPS units fulfil all relevant requirements the applicable 
legislation. While ambient temperature, humidity and pres-
sure are monitored and reported (results for the entire test 
and at 1 Hz), NOx results are not corrected for ambient 
humidity by default, in line with legislation (although this 
option is available and can be used on request). 

Since PEMS testing contains a number of steps to be 
performed on a range of analyzers, an automated control 
system is required, since human triggering of purging, cali-
bration, data storage (etc.) would be too arduous and error-
prone. Thus, a specially-designed automation and acquisi-
tion system is a key component of any PEMS. 

Both systems’ control software includes functions for 
tasks such as purging and leak checking, which are execut-
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ed prior to every test. Similarly, according to BOSMAL 
procedures, the legislative requirement for analyzer calibra-
tion before and after the test is carried out. Zeroing of the 
exhaust mass flow meter is also carried out before every 
test. The PN system is leak checked and zeroed before 
every test. The results of these calibrations are stored and 
exported as an integral part of the test report, for analysis 
when reviewing test results. As per the manufacturer’s 
recommendations, at least once every 12 months both units 
are returned to their respective manufacturer’s service de-
partment for maintenance – these maintenance procedures 
are not explicitly mandated by legislation, but ensure sound 
emissions testing practice in terms of checks of the func-
tioning of heaters, coolers, pumps, fans, transformers, etc. 
In line with legislative requirements, the linearity of both 
systems’ gaseous analyzers is checked (and if necessary 
corrected) at least once every three months; the linearity of 
the both systems’ exhaust flow meters and other sensors is 
checked at least once a year. All calibration gases used are 
of high quality and meet or exceed all applicable legislative 
demands. As with chassis dyno CVS-bag testing, the expiry 
dates of the calibration gases used are stored in a database 
and hard copies as well as scans of all calibration gas certi-
ficates are kept. 

Both PEMS systems’ control software – and in particu-
lar the post-processing functionality – is subject to regular 
updates by the system manufacturer (note that each RDE 
package has introduced multiple significant changes requir-
ing modifications to the post-processing, emissions calcula-
tion and trip validity determination criteria). 

The sine qua non of a successful RDE test can be de-
fined as the PEMS equipment (namely its installation, prep-
aration and calibration) and the suitability of test route. The 
former aspect has been described previously; the latter 
aspect is expanded upon here, based on the example of one 
of BOSMAL’s RDE-compliant routes in southern Poland. 
(Note that in discussions of this nature, a “successful” RDE 
test is not necessarily one where CF values for regulated 
pollutants are below legal limits; a “successful” RDE test is 
one which satisfies all applicable RDE requirements, re-
gardless of the emissions results obtained from that test.)  

BOSMAL has a range of routes route specially devel-
oped with the full requirements of Commission Regulation 
(EU) No. 2017/1151 in mind are proposed for RDE tests, as 
well as routes for various types of HD vehicles. These 
routes have been successfully executed on a range of LD 
vehicles. In accordance with the demands of Commission 
Regulation (EU) No. 2017/1151, all routes consist of three 
sub-routes (called urban, rural and motorway). 

For non-legislative testing and R&D purposes, portions 
of the routes as defined above can be omitted, repeated or 
performed in a different order, giving many possible com-
binations to investigate emissions from alternative driving 
scenarios (examples: cold start followed by motorway op-
eration; urban-only routes). Nearby mountains also provide 
for multiple possibilities for more demanding driving routes 
over mountainous terrain at altitudes exceeding 700 m.  

Some details and commentary on the sub-routes of the 
sample route is presented in the remainder of this section. 

The urban, rural and motorway sub-routes have been 
designed with the demands of Commission Regulation 
(EU) No. 2017/1151 and also with the practicalities of 
RDE-PEMS testing in mind. Each sub-route covers > 25 
km, such that the total distance covered by the three com-
bined is approximately 85 km. Indicative approximate dis-
tance shares are: urban – 40%, rural – 30%, motorway – 
30%. Continuity of the complete trip (urban-rural-highway) 
is assured by the fact that the end point of one section is the 
start point of the following section; the transitions from one 
section to another are seamless and do not require any un-
natural or artificial driving maneuvers.  

The urban sub-route is a near-loop (the start and end 
points are less than 500 metres apart). The urban route’s 
speed profile varies with the traffic conditions (time of day, 
day of week). The legal speed limits encountered on the 
urban route is are in the range 40–70 km/h; for the vast 
majority of the route the legal speed limit is 50 km/h. The 
urban route features multiple sections where heavy traffic is 
common, junctions controlled by traffic lights, etc. but is 
typically not characterised by completely gridlocked traffic, 
such that the mean speed is typically safely within the 15–
40 km/h range and stop events account for 6–30% of the 
urban travel time. The urban route leads directly into the 
rural route. 

The rural sub-route is a return journey (outwards 
leg/return leg). The rural route features driving on a dual 
carriageway with speed limits ranging from 50–100 km/h 
and including multiple sets of traffic lights, such that  
a minimum of at least one stop event typically occurs on 
this sub-route. A controlled U-turn manoeuvre at a junction 
is used to change the driving direction at the end of the 
outwards leg. When the return leg is complete, this route 
leads directly into the motorway route. 

The motorway sub-route is a return journey (outwards 
leg/return leg) this sub-route consists almost entirely of 
driving on a dual carriageway where the speed limit is 120 
km/h and congestion is rare, such that well over 5 minutes’ 
driving occurs at speeds > 100 km/h, as required for a valid 
RDE trip. However, the route features an “interruption”, 
where vehicle speed is reduced: there is an acute curve in 
the motorway route where the legal speed limit is progres-
sively reduced from 120 km/h to 60 km/h, returning to 120 
km/h immediately after the curve (this situation is the same 
when travelling in both directions). Including such a feature 
in the route ensures that speeds in the range 90–110 km/h 
are always included in the motorway sub-route, since safe 
and legal negotiation of this curve requires speeds consid-
erably lower than the general speed limit of 120 km/h. In 
this way, the driver needs to be given no special instruc-
tions to drive significantly slower than the speed limit when 
driving the motorway sub-route. The end of the outwards 
leg coincides with a junction, where an exit ramp and a 
roundabout are used to enter the carriageway travelling in 
the opposite direction. This roundabout-facilitated U-turn 
manoeuvre requires significantly lower speeds (applicable 
to rural and urban driving), but is typically achievable 
without stopping the vehicle. The return leg of the motor-
way sub-route ends at a junction within 1 km of the start 
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point of the urban sub-route, such that the entire urban-
rural-motorway route is very nearly a closed loop.  

Using a route which is a loop or near-loop has evident 
advantages in terms of reducing travelling time back to base 
following a test. For RDE testing including the cold start 
event (according to RDE packages 3 and above), route 
planning is imperative, because once started, the cold start 
and warmup cannot be paused or repeated – RDE require-
ments state that the vehicle must be parked for between  
6 and 56 hours before the cold start and start of driving. 
Following engine startup (cranking) for the cold state, the 
vehicle must begin to move before 15 seconds elapse (i.e. 
extended initial idling, even if forced by the prevailing 
traffic conditions, immediately invalidates a test). There are 
also additional requirements concerning driving during the 
cold start period (defined as the coolant reaching a temper-
ate of 70°C for the first time, or 300 seconds elapsing, 
whichever occurs first). In light of these multiple require-
ments, which often difficult to fulfil simultaneously, and 
the strongly anisotropic nature of emissions behaviour 
following a cold start, route planning for RDE testing 
according to the 3rd and 4th packages is even more com-
plex than for earlier eras of RDE testing where cold start 
data was explicitly excluded from the final emissions 
results.  

A further factor which must be considered is terrain: the 
altitude profile of BOSMAL’s RDE route covers frequent 
yet gentle undulations in the terrain, without large hills. The 
altitudes of the start and end points differ by < 20 metres 
(RDE legislation requires < 100 m difference between these 
points). The mean altitude of the entire route is approxi-
mately 350 metres above sea level. When the entire urban-
rural-motorway route is performed, the cumulative dis-
tance-specific altitude gain is typically approximately 850 m/ 
100 km and is always < 1000 m/100 km. The highest alti-
tudes reached by the vehicle over the full route are all < 430 
metres above sea level, thus meaning that no portion of the 
standard route lies in the altitude range which counts as 
extended conditions. 

Many other RDE routes close to BOSMAL’s headquar-
ters in Bielsko-Biala have been defined and validated, for 
example a route which includes higher altitudes (rural sub-
route including altitudes > 700 m) to create a route where  
a significant portion of the driving occurs in the RDE ex-
tended category. BOSMAL also has other RDE-complaint 
test routes at various locations, including in EU countries 
other than Poland. Some routes are in southern Europe, 
meaning the temperature in the winter is significantly high-
er than in Poland and snowfall is rare. 

A variety of variants and changes to the legislative pro-
cedure can be made to investigate the impact on the results 
and thus gain an insight into real-world emissions in scenar-
ios outside RDE boundary conditions. Such modifications 
can include: 
– testing using altered CO2 input values; 
– testing varying the order of the three sub-routes – for 

example: [cold start]-motorway-rural-urban; [cold start] 
–rural–motorway–urban; 

– testing using an urban traffic jam route with very low 
mean speed and periods of vehicle standstill (stop time) 

significantly exceeding the RDE limit for that parameter 
(30%); 

– testing using modified sub-route distance shares – ex-
amples: urban 70%, rural 15%, motorway 15%; urban 
10%, rural 0%, motorway 90%; 

– testing at ambient temperatures below the RDE extend-
ed range (i.e. down to the lower limit of the equipment: 
–10°C): 

– post-processing of results to include emissions at idling 
and speeds < 1 km/h; 

– tests performed with heavy electrical load during driv-
ing (e.g. high ambient temperature, max. air condition-
ing power or low ambient temperature, heated seats, 
cabin heater and all lights on) for assessment of the im-
pact on the emissions (both regulated and CO2).  
Such deviations from the legislative RDE procedure are 

emphatically not to be employed during legislative RDE 
tests, but can form an important part of non-legislative, 
RDE-like PEMS test procedures, with the aim of gaining  
a deeper understanding of emissions behaviour from vehi-
cles under demanding (yet still realistic) operating condi-
tions outside RDE boundaries. Such insights can be used to 
provide mathematical input data for real-world emissions 
inventories and can also assist with efforts to make power-
trains, calibrations and aftertreatment systems as future-
proof as possible, by testing them under conditions exceed-
ing current type approval requirements. 

As a result of favorable assessments of the compliance 
of its PEMS hardware and software with all applicable 
requirements, BOSMAL is an accredited laboratory for 
conducting RDE-PEMS and ISC-PEMS (HD, NRMM) 
tests in line with all relevant EU legislation (accreditation 
No. AB 128 according to PN-EN ISO/IEC 17025:2005 – 
available here: 
https://www.bosmal.eu/userfiles/file/Certyfikaty/Accreditat
ion_issue_No_17_02_08_2018-EN.pdf). 

3. The laboratory (chassis dyno) environment in 
the era of RDE 
The publication of RDE requirements in the EU repre-

sented a revolution in the automotive industry, in contrast 
to decades of evolution [1, 16]. It is clear that RDE re-
quirements will remain in force in the EU and will become 
more stringent. A number of other parties and legal juris-
dictions are either implementing similar requirements, or 
will do in the coming years – the global “market” for RDE 
development will increase further beyond its current level. 
A process has even begun to harmonize RDE testing inter-
nationally [17, 18], though regional emissions limit values 
will differ somewhat. While RDE requirements are by far 
the most challenging emissions requirements for the EU 
market (and other markets with current or planned RDE 
legislation – i.e. various Asian counties; potentially others), 
laboratory chassis dyno testing remains a very important 
element. RDE tests occurring under real-world operating 
conditions have a very wide range of acceptable parameters 
and are at the mercy of the prevailing traffic and weather 
conditions occurring during the test. This leads to RDE and 
PEMS testing in general being very realistic, but also char-
acterized by low repeatability. For the reason of repeatabi-
lity, among others, the chassis dyno remains an indispensa-
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ble environment for emissions development work at the 
Euro 6d/RDE level. Use of a chassis dyno in this context 
includes, but is not limited to, the following activity types: 
– verification of the PEMS system installation before 

(and/or after) an RDE test, as required by RDE legisla-
tion (see [15] for a recent detailed discussion); 

– determination of WLTP CO2 emissions values in cases 
where this information is not available from another 
reputable source (required for post-processing of RDE 
results); 

– for execution of vehicle preconditioning cycles prior to 
RDE tests (as an alternative to performing such activi-
ties on public roads); 

– and – most importantly – for simulation of RDE tests, 
routes, segments and scenarios and reproduction of giv-
en driving conditions on demand. 
Concerning the first point in the list above, the afore-

mentioned chassis dyno verification procedure, during 
which results from the PEMS (including distance travelled) 
are compared with results from the laboratory is always 
performed for each individual installation on light duty 
vehicles. (HD vehicles and NRMM are not testable on  
a chassis dyno and are subject to their own verification 
procedures, not discussed here.) BOSMAL’s emissions 
laboratories’ systems (including the chassis dynos) are 
maintained, checked and calibrated according to procedures 
which meet the applicable demands of legislation including 
UNECE Regulation No. 83, UNECE GTR No. 15 and 
Commission Regulation (EU) No. 2017/1151. 

Concerning the last point in the list above (simulation of 
RDE conditions on the chassis dyno – see Fig. 5), there are 
several important aspects worth mentioning. Firstly, the 
creation of a pre-programmed speed trace, together with the 
display of customized gearshifts is easily implemented in a 
modern chassis dyno emissions laboratory (such as those at 
BOSMAL). This allows virtually any recorded speed trace 
and gearshift pattern to be programmed as a test cycle. The 
speed trace and gearshifts could come from virtually an 
source – as examples, from a previous RDE test, from rec-
orded real-world vehicle usage, from a simulation study, or 
from creation a scenario suspected to be challenging in 
terms of emissions control. Secondly, modern chassis dynos 
are capable of simulating inclines (slopes) during vehicle 
running, via mathematical modification of simulated run-
ning resistance [13]. In BOSMAL’s exhaust emissions 
laboratories, a slope profile can be loaded alongside speed 
and gearshift profiles to create a reproduction of the load 
experienced by the powertrain while driving a given route. 
Finally, ambient conditions have a considerable impact on 
exhaust emissions, fuel consumption – and even drivability, 
NVH, etc. – and so chassis dyno test facilities with climate 
control (such as BOSMAL’s facilities) possess a distinct 
advantage in terms of full replication of test conditions for 
chassis dyno RDE simulation. The economic and logistical 
advantages of the ability to change temperature on demand 
(rather than waiting for the desired weather conditions to 
occur) are self-evident. 

The legislative method for laboratory measurement of 
exhaust emissions from light duty vehicles running on 
chassis dynos (often called the CVS-bag method) is gener-

ally of limited use for extended test cycles, due to the finite 
number and capacity of the sample bags. Furthermore, the 
CVS-bag measurement gives results of high accuracy, but 
extremely low resolution: one result per phase (i.e. per 
sample bag). Thus, a phase (bag-sampling event) lasting 
say 20 minutes would give one measurement per 1200 sec, 
i.e. a measurement frequency of ~0.0008 Hz. Non-legisla-
tive equipment used for continuous (‘modal’) analysis of 
undiluted or diluted exhaust can be used to provide emis-
sions measurement at much higher resolution – up to 10 Hz 
(see [12–14] for detailed descriptions of BOSMAL’s hard-
ware of this type). However, PEMS analyzers themselves 
can also be used on the chassis dyno, or a combination of 
laboratory modal analyzers and PEMS can be used (Fig. 5), 
thereby adding to the breadth and robustness of the emis-
sions results. Such a setup could apply both systems in 
parallel, to perform two sets of measurements from the 
same sample point (e.g. the tailpipe), or the different sys-
tems could be connected to different sampling points along 
the powertrain, to assess the effectiveness of various after-
treatment system components (see [13] for a discussion of 
this technique). Pollutants and compounds of interest not 
currently measured by standard PEMS equipment (such as 
NH3, N2O and particle size distribution) can be measured in 
this way, by means of laboratory equipment. 

 

 
Fig. 5. PEMS system installed on a light duty vehicle undergoing an RDE  
 simulation test on the chassis dyno.  

 
It is also important to note that RDE NTE limits apply 

to emissions from a vehicle quantified using PEMS equip-
ment (and not laboratory equipment) and calculated using 
the RDE post-processing procedure. For that reason, using 
PEMS equipment for RDE-based research has certain ad-
vantages in terms of the comparability of the measurement 
with a genuine RDE test outside the laboratory. While the 
correlation in emissions results generated by modern, well-
maintained and prepared, RDE-compliant legislative PEMS 
equipment and legislative laboratory CVS-based equipment 
is generally very good (see [15] for a recent assessment and 
discussion), certain identifiable differences in results re-
main. The accuracy requirement of the PN module is the 
least stringent (±50% of laboratory reference value) [15]. 
PEMS results which give unexpectedly high emissions (i.e. 
exceeding, or very close to, the legislative limit) should be 
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further investigated on the chassis dyno, performing modal 
emissions measurements in parallel. On the other hand, 
PEMS equipment is expensive, rather time-consuming to 
set up and in the current legislative environment, demand 
for such equipment is very high – and so the use of PEMS 
for testing on the chassis dyno must be justified, as not 
every case warrants the use of portable equipment in  
a stationary (laboratory) environment. In situations where 
its use is not found to be justified, laboratory equipment for 
modal analysis is an eminent alternative for use during 
RDE simulation testing. Some types of somewhat smaller 
and simpler PEMS equipment exist, often known as SEMS 
(Smart Emissions Measurement System). Such systems do 
not fulfill all RDE or ISC requirements, but can be used for 
R&D purposes, including in the chassis dyno environment, 
sometimes combined with the laboratory equipment for 
modal measurement to provide a comprehensive, cost-
effective chassis dyno-based emissions measurement ap-
proach. 

4. Conclusions 

The introduction of ISC and RDE requirements in the 
EU (and, progressively, the introduction of similar require-
ments in other jurisdictions) is a radical departure from 
requirements for emissions measurement and control in 
previous eras. Rugged, flexible PEMS equipment is re-
quired to perform the required legislative and R&D testing 
on the very wide range of vehicles and pieces of machinery 
subject to this legislation. RDE testing of passenger cars is 
now the most demanding requirement in terms of emissions 
control, and this forces the need for very high numbers of 
tests for development and calibration purposes. However, 
because of the nature of the open road (real world) and the 
chassis dyno (controlled laboratory environment), the chas-

sis-dyno based emissions laboratory is in fact more relevant 
than ever, despite the real world ethos of RDE. As this 
paper has discussed, equipment of the type BOSMAL has 
at its disposal (multiple PEMS suitable for light duty vehi-
cles (and HD/NRMM), climate-controlled chassis dyno 
facilities) are an absolute necessity in the era of RDE. . In 
addition to BOSMAL fulfilling all legislative RDE/ISC 
requirements – a fact attested to by the company offering 
accredited services (Fig. 6) – R&D services relating to 
RDE/ISC requirements are also provided. The symbiotic 
advantages provided by the chassis dyno/PEMS/modal 
analysis combination allows BOSMAL to provide the full 
range of services relating to the latest emissions type ap-
proval requirements for light duty vehicles. 

 

 

Fig. 6. BOSMAL’s accreditation certificate for testing laboratory AB 128 
with confirmation of the PN-EN ISO/IEC 17025:2005 standard. The range 
of accreditation include RDE testing and ISC testing for HD and NRMM 

 

Nomenclature 

CO carbon monoxide 
CO2 carbon dioxide 
CI compression ignition 
FC fuel consumption 
ISC in-service conformity 
N2O nitrous oxide 
NH3 ammonia 
NO nitrogen oxide 

NO2 nitrogen dioxide 
NOx oxides of nitrogen 
PEMS portable emsisions measurement system 
RDE real driving emissions 
SEMS Smart Emissions Measurement System 
THC total hydrocarbons 
WLTP  Worldwide Harmonised Light Vehicle Test Proce-

dure 
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