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The analysis of temperature disintegration on the bdy of fuel injector
during research on test bench

Article describes the results of researches fugctors on the test bench with using infrared caménaring researches has been
verified various fuel injectors (working order aralfty). In results inner leaks fuel injectors hawereased return dosages. Few ele-
ments influence on this. It is difficult to detemmiwhich element could be uses after disassemligepdissible to determine the source of
leaks during analysis decomposition of temperatuet injector body.
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1. Introduction

Using infrared camera by diagnosing Common Rail fue
injectors is innovative project and belongs to withinva- \
sion method of diagnostic.Without invasion methotl o fi
diagnostic are effective, fast and not expensiverniil \
diagnostic procedure of repairable injectors cassis
disassemble and microscope researches. Microsaepe
searches are very effective but time — consumirdy e
pensive. This method is very helpful when it isicedble
that injector leaks but engineer is not sure wtibecleaks
appear. It is possible to localize very fast damagea.
There are many possibilities to use infrared caneidiag-
nose fuel system in Cl — engines. It could be ueediag-
nose high pressure section in the fuel pump, aslisisind
sensors, high pressure fuel pipes and rails. Tloel goint
of this type researches are short time and cheapnes

Fig. 1. Electromagnetic Bosch fuel injectors. Areqgision element on
injector needle, B — fuel injector steering val@e; valve sealer, D — fuel

2. Infrared camera as diagnosing tools Cl — engine injector coil

injection systems
The main task of infrargd camera is temperaturesmea Figure 2 presents electromagnetic Bosch fuel inject
urement of researched object [7]. These type @a®hes researched infrared camera during test bench. Thase
are contactless and don't disrupt device work. % it is  peen marked on the figure precision element orcioje
very good diagnosing element. Temperature illustrat needle (A), fuel injector steering valve (B), vabealer (C)
technical condition of device especially elementsfu®l  ang fuel injector coil (D). It is noticeable thagher tem-

injection system such fuel pump or injectors [ZheTleak- perature is on precision elements due to leaksimrte
ages on precision elements of injection systeme#&®-  solenoid.

perature rise. Main reason of faulty fuel injectaork are
leaks [3]. Injector during research on test beneht$ up
but in defect areas is very hot. Research protpoetents
magnitude of injection and return dosages [4]. d6abes
are wrong research worker don't know what is wrong.
There are many elements in fuel injector which dolo
faulty. But when it is known the area of defectduld be
very easy wrong element to diagnose. Defects dfifjiec-
tors concern the precision elements and inner iseatial-

ly. These parts are responsible for correct infeatork. If
something wrong is with these elements injectorsades
are wrong. The temperature on the injector bodg de-
spite of leaks. When infra camera is used it cdgdeasy
find faulty elements because there will be higlempera-
ture. Figure 1 presents electromagnetic Boschifijettor
disassembly on spare parts. There are marked elemen
where temperature rises during leaks (A, B, C).hdig

temperature occurs in injector coil because of Wbtk Fig. 2. Electromagnetic Bosch fuel injector on itifeared camera picture
during test
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There is possibility to analysis temperature irgdctuel camera (Fig. 6). Infrared camera Flir i3 measuhestéem-
(Fig. 3) using infrared camera. Fuel temperatufieémces peratures 273-523 K (0-2%). Measure deviation is
on corrosion, cavitation, erosion and friction pbeena. 2 C.

This parameter could be useful to determine phename
inside injector nozzle.

e O — |

Fig. 3. Temperature of injection fuel
Fig. 5. Electromagnetic Delphi fuel injector disrtlad on spare parts: A —

There is opportunity to research fuel injection pues- injector nozzle area, B — steering valve and edecagnetic coil area
pecially high pressure section. If there are léaksuld be
visible using infrared camera. Figure 4 presengéspicture
of high pressure injection pump during researchtlom
bench. S

Documentation
Accessories

Fig. 6. Infrared camera Flir i3

Table 1 shows standard test of researched fualtone
There is noticeable that injectors 1 and 4 are d@méhere
are huge return dosages what influence on theirsnpe
ters. Figure 7 presents test bench STPiW 3 witbaresied
Fig.4. Temperature of fuel injection pump Delphi injectors and magnitude of return dosage HEwere

was taken two injectors third and fourth duringecashes
with infrared camera. Studies has been taken intesid-

€ ation two areas of injectors body nozzle (Fig9Band
steering valve with coil (fig. 10, 11). Tests hd&en made
with 50, 80, 110 and 140 MPa system pressuresré-ig®
presents measured return dosage by pressure 14(fdviPa
faulty and good working injectors. There is notigean all
instances considerable difference temperatures eegtw
injectors. Figures 13 and 14 present damage fyettor
precision elements: needle and steering valve.

3. Laboratory test

During laboratory tests has been used electromiagn
Delphi fuel injectors. Figure 5 presents researdngttor
disassembled on spare parts. There has been sattiwn
areas. The first injector nozzle (A) and the secstegring
valve and electromagnetic coil areas (B). This suester-
mine fuel injector work parameters (injection areturn
dosages and injection delay). Catalogue numbeareised
fuel injector were EJBR02201Z [6]. Researches heenb
made on STPIW 3 test bench (Fig. 7) by using iefitar
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A B

Fig. 7. A — researched fuel injectors on test beBitRIW 3, B — the magnitudes of return dosagesrebed fuel injectors

Tab.1. Injection and return dosages standard ¢eatts

No. prelgéicﬁgtinMPa] tlir;fec?()sr]] Range Inj. 1 Inj. 2 Inj. 3 Inj.4
1 165 0 Injection 0.00-0.00 0.0 0.0 0.0 0.0
60 s Return 0.00-40.00 110.23 32.97 33.86 11274
2 160 930 Injection 49.00-55.00 39.8 53.21 54.11 40.40
Return 0.00-56.00 111.30 36.18 38.26 119.40
Injection 0.30-4.50 6.3 1.85 2.06 9.4
3 120 220 Return 0.00-56.00 81.08 33.10 35.32 87.43
4 80 780 Injection 27.10-34.50 31.00 30.10 27.80 31.40
Return 0.00-56.00 79.23 31.76 33.42 82.34
5 o5 480 Injection 2.70-7.45 3.80 3.80 3.60 4.2
Return 0.00-56.00 42.70 10.86 14.97 58.60
Test pass No Yes Yes No
A B

Fig. 8. Pictures of nozzle areas from infrared aanfier third and fourth injectors: A — fuel press@0 MPa, B — fuel pressure 80 MPa

A
Fig. 9. Pictures of nozzle areas from infrared aanfier third and fourth injectors: A — fuel pressdrlO0 MPa, B — fuel pressure 150 MPa
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A B
Fig. 10. Pictures of steering valve and electroretigrcoil areas from infrared camera for third &marth injectors: A — fuel pressure 50 MPa, B - fue
pressure 80 MPa

A B
Fig. 11. Pictures of steering valve and electroretigrcoil areas from infrared camera for third &marth injectors: A — fuel pressure 110 MPa, B elfu
pressure 140 MPa

A B

Fig. 12. Temperature of return dosage: A — corfigettinjector, B — faulty fuel injector
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B

Fig. 13. A, B Precision elements on damage injectedle

B

Fig. 14. Damage injector steering valve A — valeti®on, B — piston

4. Conclusion

It is possible to state during analysis of reseaeshults
that infrared camera could be useful during resesrduel
injectors on the test bench. There happen veryndatat
fuel injector is researched and the standard tesivs its
damage but engineer don’'t know where it occur. Fyjet-
tor has few areas: nozzle with needle, steeringevalith
sealer and coil. When return dosage is to high hard to
determine where the fault occurs. There is possibib
disassemble injector and use microscope to chestigion
elements but sometimes it is hard to find where|#ads
are. It is easy to change all elements but theniremsts
increase. Using infrared camera is very effectivethod
without invasion of diagnostic during researchebferé
have been researched two areas of injectors dtegtgThe
first area was injector nozzle area. If the precistlement
on the injector needle is damage it will increasaks.
Temperature would be higher there (Fig. 8, 9).drdd
camera registers it. The same situation is wittergig
valve. Figure 12 presents the temperature differelne-
tween good working and faulty injectors. Return ayes
amount 119.40 miH for faulty fuel injector and 38.26

mm*/H for good working by 160 MPa test pressure. Thi

difference is visible on infrared camera becauseftiulty
injector has temperature of returning fuel8§361 K) and

good working 47C (320 K). This is the result of internal
leaks caused damages precision elements. The rébsn
age temperature increased about 87% by systemupeess
160 MPa. For lower pressures 80 MPa temperature in-
creased about 40%.

Figure 13 and 14 show damages precision elements.
There are noticeable a lot of pollutants, metaidi, corro-
sion, temperature damages and pieces of fuel.filfetal
fillings come from fuel injection pump. In this @asliag-
nostic process was very easy. Everything were leisiBut
sometimes there are instances where theoreticatéledl
ments are in norms but injector leaks. Using irdfdacam-
era to find this area is very helpful. There wersearched
injection fuel temperature on the test bench armd feturn
dosages temperature for good working and faultychajrs.
Injection temperatures were similar for both buture
various due to leaks. The measurements have begadca
starting through 40 C intake fuel to injectors. Thhas
been made one fuel injectors standard test tolig@the
temperature inside. After the test is it possilbentake
researches by using infrared camera. There is Igligsto
use this method to all modern fuel injectors. Evelactro-
magnetic and piezoelectric fuel injectors stati¢éat during
fhner leaks.

176

COMBUSTION ENGINES, 2017, 168(1)



The analysis of temperature disintegration on thdybof fuel injector during research on test bench

Nomenclature

Cl compression ignition S
CR  common rail system

micro seconds
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